
www.pressroomelectronics.com D7 

 
30-012
 

Mounting Style Input Power

PressCam 8 Junior (all styles, Front panel & Stand alone). Includes resolver and cable

Clutch/Brake
Valve Voltage

1. Specify Mounting Style
F ......... Front Panel Mounting to be installed in an existing control panel.
C ......... Stand alone NEMA12 enclosure

2. Specify Controller input power
1 .......... 24VDC
2 .......... 120VAC 50-60Hz
3 ........... 240VAC 50-60Hz

3. Specify Clutch/Brake Valve Voltage
1 .......... 24VDC
2 .......... 120VAC 50-60Hz  

4. Resolver Connector Cabling
30’ (9m) of cable with connectors is supplied standard. If additional length is needed, specify in
feet, 150’ (46m) maximum.

24vdc @ 2.2A power supply (90-260vac In) 3.9” L x 3.8” W x 1.4” H (99.1mm x 96.5mm x 35.6mm)
for powering die protection sensors or other auxiliary devices

Resolver Cable

The PressCam 8 Junior is a resolver-based press automation controller that incorporates a
programmable cam limit switch, timed-based brake monitor, servo feed control, four coun-
ters, and a die protection system The PressCam 8 Junior is controlled by a 16-bit computer
that constantly checks the resolver for accuracy.

ORDERING PROCEDURE

EXAMPLE PART NUMBER

JR C 2 1 30’ -  -  -  - 

Part
Number

 
Description 

 Punch Press Automation Controllers

Punch Press Automation
 PressCam 8 Junior Overview/Ordering Procedure

(For Custom Programming & Remote Field Upgrades, please consult factory at service@pressroomelectronics.com or (630) 443-9320.)

YOUR PART NUMBER

JR -  -  -  - 

Download Your Completed Form and Email to sales@pressroomelectronics.com
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